
LTDC50W1500-Z UNI
100-277VAC

DALI LED Driver

LP-13-01 / 18-08

Input Frequency

Electronic
Parameter Min tinUxaMmoNsnoitidnoC
I/P Voltage Range Vac

Hz
WHigh Power LED

Full Load, 500mA~1500mA Output Current

Input Power -
-

304100-27790
47 6350-60

60
610

31
mAInput Current 350

Output current adjustable by external configuration tool which the desired current 
from 500mA to 1500mA can be selected.
Power metering with special customized demand which the driver can measure 
power consumed by the luminaires.
Diagnostic functions:
report LED failure, LED operation time, driver failure, abnormal thermo status
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No load @230Vac

@230Vac

1000
1100
1200

1400
1500

%

%

ms

Efficiency
THD

Rise Time
Standby Power

Start-up Delay(Max Dim)

Output Current Overshoot

- -
- -

- -
-0.9CFull Load 

@230VacFull Load 

max Load 

Full Load 

Short-circuit Protection

Over-temperature Protection
Open-circuit Protection

Power Factor

Protection

RoHS Standard
- - +70 CO

- - +75 CO

- -

-

-

-
-

-

500
ms500

20

%- - 20
85

%Ripple Current 

W1

4030

Derating output current 50%

Limited at Max output voltage
Auto recovery

Compliant

10 100 %

%

-
-
-
-
-

External Operating Temperature

Case Temperature(Tc)

Storage Temp. range
Operating humidity range

+50 C02- O

60 CO

75 CO

+85-45 CO

8010

3275.4128.9 mmCase Dimensions

NTC Value

100K

200K

Component tolerances are not considered

Derating 50%

<21KΩ

Dimming range
- hrsLifetime 50,000at Max Tc Temperature

25-50 Vdc / 25-50W
22.7-45 Vdc / 25-50W
20-42 Vdc / 24-50W

mA

mA

mA

-

-

-

-

-

-500

500/600/700/800/1300/1400/1500 mA
900/1000/1100/1200 mA

700

900

Output Range 29-58 Vdc / 14.5-29W 
mA- -60029-58 Vdc / 17.4-34.8W

mA- -80029-58 Vdc / 23.2-46.4W

mA- -130018-36 Vdc / 23.4-46.8W

29-58 Vdc / 20.3-40.6W

27-55 Vdc / 24.3-50W

18-33 Vdc / 25.2-46W
17-30 Vdc / 25.5-45W

peak to peak @ full load

Approval Marks
Australia Certificate No. : 
TUV017234EA

Certified
EN 61347-1:2008+A1+A2
EN 61347-2-13:2006
EN 62384:2006+A1
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LTDC50W1500-Z UNI
100-277VAC

DALI LED Driver

LP-13-01 / 18-08

Physical

Parameter

Option:
Configuration tool wiring
(set the desired output current by factory)

W
M

H

I L

R

N

K

Slot On One Side Allowing Alignment : M+/-3 mm

L :  128.9 mm   Option 1

Option 2

H :  32 mm
W:  75.4    mm   I :  97

N :  108.9
mm
mm

Terminal Block
Housing Material
Soldering
Label

Push-Button
Polycarbonate / Metal
Lead-Free, Comply With RoHS
Surface Print

R :  2.1 mm
K :  6 mm

M :   mm65

Tolerance :   0 ~ 100    +/-0.5 mm 
                   100 ~    +/-1 mm

Wiring

DALI LED Driver

LTDC50W1500-Z UNI

Series

DALI System

PENL

LED LED LED

L N
LEDNTCDA

Configuration tool

DA

DA
+

-

DALI LED Driver

LTDC50W1500-Z UNI

Series

PENL

LED LED LED

L N
LEDNTCDA

Stripping PRI:  9mm

Cable cross section PRI: 0.75-1.5□ / AWG 18-16
SEC: 0.4-0.5□ / AWG 22-20

Side Cover


