
Fittings for gas
Multifunction assembly (screwed) consisting of:

–  Double solenoid valve to EN 161 (Class A)
–  Servo assisted pressure regulator to DIN EN 88-1
–  Gas filter
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Function

W-MF 5xx SE
Two single stage solenoid valves, normally closed, fast opening, fast closing with servo
assistance to pressure regulator and gas filter.

Setting range outlet pressure: 
Type S22: 4-20 mbar
Type S82: 5-80 mbar

Dimensions

Type Connection Dimension in mm Weight Solenoid Rating Rating Prod. ID-No. Order No.
a b c d e f g kg No. (VA) t=3s (VA) oper. 1

W-MF 507 SE S22 Rp 3/4-1 95 143 61 173 210 87 234 3,8 032/P 120 16 CE-0085 BM 345 605 320
W-MF 512 SE S22 Rp 1-2 126 176 80 186 223 114 265 6,5 042/P 160 20 CE-0085 BM 345 605 321
W-MF 507 SE S82 Rp 3/4-1 95 143 61 173 210 87 234 3,8 032/P 120 16 CE-0085 BM 345 605 334
W-MF 512 SE S82 Rp 1-2 126 176 80 186 223 114 265 6,5 042/P 160 20 CE-0085 BM 345 605 333

Dimensions given are approx. values.We reserve the right to make changes in line with future developments. 
1 Connection flanges are accessories and not included in the order number.

Installation dimensions W-MF 5xx SE Pressure test
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1,2  Pressure into V1

3    Pressure between V1 and V2

4,5  Pressure after V2

Pressure test:  

Pos. 2, 3, 4 Rp 1/8

Pos. 1, 5 Rp 1/4

Note:
It is recommended that the filter
element G1/8 on the breather
nozzles is changed in line with the
annual service of standard
installations.
On installations with a higher degree
of soiling and dust, the intervals
should be shortened accordingly.
Order No.: 605 302
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e = space required for solenoid replacement


