
The Anybus X-gateway IIoT allows you to 

seamlessly connect PLC control systems and their 

connected devices on industrial networks, to IT 

and IoT-systems supporting OPC UA or MQTT. The 

X-gateway IIoT receives cyclic I/O data from your 

industrial network, converts it to well identified, 

tagged datapoints and transmits it via OPC UA or 

MQTT.

X-gateway IIoT

Features and Benefits
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Technical Details Standard

Weight 400 g, 0,880 lb

Dimensions (L•W•H) 114•44•127 mm, 4,49•1,73•5,00”

Protection class IP20, NEMA rating 1

Enclosure material Aluminium and plastic

Installation position Vertical position

Mounting DIN rail (35•7,5/15) EN 50022

UL File number: E214107 UL 508 Ind. Cont. Eq.

CE 2014/30/EU (EMC) EN61000-6-4 (2007) 
EN61000-6-2 (2005)

Electrical Characteristics

Power 24 VDC +/- 20 %

Current consumption Max 400mA at 24VDC, Typical 200 mA at 24VDC

Hardware Characteristics

Reverse voltage protection Yes

Short circuit protection Yes

Operating temp -25 to 65 oC, -13 to 149 oF (for all other networks)
-25 to 50 oC, -13 to 122 o

IEC 68-2-1, IEC 68-2-2

Storage temp -40 to 85 oC, -40 to 185 oF IEC 68-2-1, IEC 68-2-2

Relative Humidity 5-95 % non condensing IEC 68-2-30

Installation altitude Up to 2 000 m

Electrostatic discharge +/- 4 kV EN 61000-4-2

10 V/m 80 MHz - 1 GHz
3 V/m 1,4 GHz - 2,0 GHz
1 V/m 2,0 GHz - 2,7 GHz

EN 61000-4-3

Fast Transients +/- 1 kV EN 61000-4-4

Surge protection +/- 1 kV EN 61000-4-5

RF conducted interference 10 V/rms EN 61000-4-6

Emission (at 3 m) 50 dB 30 MHz - 230 MHz         
57 dB 30 MHz - 1 GHz

EN 55016-2-3

TECHNICAL SPECIFICATIONS NETWORK SPECIFIC FEATURES

1 = Network connector, 2 = Baud rate, 
3 = I/O data, 4 = Other, 5 = Amount of slaves / adapters 

MASTER

ASI 1 = 2*2p; 5,08 Phoenix Plug    2 = 167 kbit/s    3 = 248/186 (digital input/

output)    4 = ASI version 3.0    5 = 62

DeviceNet 1 = 5*5p; 5.08 Phoenix Plug    2 = 125-500 kbit/s    

3 = 512 byte IN/OUT    4 = DeviceNet 2.0 scanner    5 = 63

EtherNet/IP 1 = RJ45    2 = 10/100 Mbit/s     3 = 509/505 byte IN/OUT   

4 = FTP Server, Web Server, SMTP Client    5 = 64

PROFIBUS 1 = DSUB9F    2 = Up to 12 Mb 

3 = 512 byte IN/OUT    4 5 = 125

SLAVE

1 = DSUB9M    2 = Up to 1 Mbit/s    

3 = 512 byte IN/OUT    4

CC-Link 1 = 1*5p; 5.08 Phoenix Plug   2 = Up to 10 Mbit/s 

3 = 896 IO points, 128 word IN/OUT    4 = Up to 4 occupied stations

CC-Link IE 

Field

1 = 2*RJ45   2 = Up to 1 Gbp/s 

3 = 512 byte IN/OUT    4 = CC-Link IE Field Network intelligent device station

1 = 2*BNC Coax + RJ45 (NAP)    2 = 5 Mbit/s    

3 = 450 byte IN/OUT    4

DeviceNet 1 = 1*5p; 5.08 Phoenix Plug    2 = 125-500 kbit/s    

3 = 512 byte IN/OUT    4

EtherCAT 1 = 2*RJ45    2 = 100 Mbit/s

3 = 512 byte IN/OUT    4 = DS301 V4.02 compliant, 4 FMMU Channels

EtherNet/IP 1 = 2*RJ45    2 = 10/100 Mbit/s     3 = 509/505 byte IN/OUT   

4 = EtherNet/IP group 2 and 3 server. Modbus TCP slave functionality

FIPIO 1 = DSUB9M    2 = 1 Mbit/s    3 = 32 words IN/OUT

 4

 

RS485

1 = DSUB9F + DSUB9M    2 = 500 kbit/s, 2 Mbit/s

3 = 20 byte IN/OUT (process data), 512 bytes IN/OUT (with PCP)   

4 = PCP V.2.0 (0 or 1 word)

1 = 1*5p; 5.08 Phoenix Plug    2 = 78 kbit/s    3 = 256 network variables in/

out    

4 = Lonmark objects handling

1 = DSUB9F    2 = 1 Mbit/s    3 = 32 words IN/OUT (global data)    

4 = Modbus Plus Host Firmware Rev. 77

1 = DSUB9F    2 = 1,2-57,6 kbit/s    3 = 256 registers in each direction    

4 = RS232 and RS485

1 = 2*RJ45    2 = 10/100 Mbit/s     3 = 512 byte IN/OUT    

4 = Supports EtherNet/IP

1 = 2*RJ45    2 = 100 Mbit/s     3 = 254 byte IN/OUT    

PROFIBUS 1 = DSUB9F    2 = Up to 12 Mbit/s 

3 = Up to 244 bytes data using DP / Up to 512 bytes using DPV1 (Max 344 

bytes in+out)    4

PROFINET 

IRT

1 = 2*RJ45    2 = 100 Mbit/s     3 = 512 byte IN/OUT    

4 = RT Communication and integrated IRT switch functionalityLED indicators

DIN-rail mounting

USB Type B 

Rugged aluminium housing

24 VDC power supply 
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Plastic ends
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