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JD Ø12 ~ Ø16

JD Ø6 ~ Ø10

Male thread dimension

※ Note : Standard stroke is 5, 10, 15, 20, 25, 30 ( Please refer to P. 3-1.36 )

※ Note : Stroke 5, 15, 25,35,45,55 be added 5mm to the body length of cylinder. ( Please refer to P. 3-1.36 )
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14.110 37.6 2.6 16

1913.4 47.6 2.6 20

Thru-hole Ø2.6 , Thread M3x0.5Px5 dp ; Hole Ø5x2.6 dp ; (Both sides)

Thru-hole Ø2.6 , Thread M3x0.5Px5 dp ; Hole Ø5x2.6 dp ; (Both sides)

Thru-hole Ø4.3 , Thread M5x0.8Px6 dp ; Hole Ø6.5x4.5 dp ; (Both sides)

Thru-hole Ø4.3 , Thread M5x0.8Px6 dp ; Hole Ø6.5x4.5 dp ; (Both sides)

JD STx

Unit : mm

Unit : mm

A+stroke

P2

P1

P2

C+stroke

H

B2

N1 N2

N
3

Ø
V

K2

P1

2-O

ST1

T2

T1

S

2-P4

3-1.39

Cartridge
Cylinder

NA

Cartridge
Cylinder

NA2

Cartridge
Cylinder

NB

Free Mount
Cylinder

NU

Free Mount
Cylinder

ND

Free Mount
Cylinder

NQ

Mini
Compact
Cylinder

MSI

Compact
Cylinder

JD

Compact
Cylinder

JG

Twin-Guide
Cylinder

JTD

Twin-Guide
Cylinder

JTF

Twin-Guide
Cylinder

JCB

Twin-Guide
Cylinder

JCF

Compact
Cylinder

JE

External dimension

JD  series  -  Compact cylinder





JDS Ø6 ~  Ø10
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JDS Ø12 ~  Ø16 Male thread dimension
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※ Note : Standard stroke is 5, 10, 15, 20, 25, 30 ( Please refer to P. 3-1.36 )

Standard typeModel
Bore
size

Model
Bore
size

Unit : mm

Unit : mm

Thru-hole Ø2.6 , Thread M3x0.5Px5 dp ; Hole Ø5x2.6 dp ; (Both sides)

Thru-hole Ø2.6 , Thread M3x0.5Px5 dp ; Hole Ø5x2.6 dp ; (Both sides)

Thru-hole Ø4.3 , Thread M5x0.8Px6 dp ; Hole Ø6.5x4.5 dp ; (Both sides)

Thru-hole Ø4.3 , Thread M5x0.8Px6 dp ; Hole Ø6.5x4.5 dp ; (Both sides)

※ Note : Stroke 5, 15, 25,35,45,55 be added 5mm to the body length of cylinder. ( Please refer to P. 3-1.36 )
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JD  series  -  Compact cylinder
double acting with magnet
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