
Technische Auswahltabelle; Maßbilder
Die Drehrichtung der Pumpe I = indirekt – linksdrehend

D = direkt – rechtsdrehend

Die Drehrichtung kann nur im Werk geändert werden. 
Deshalb gewünschte Drehrichtung mit Blick auf Pumpenwelle 
gemäß Maßblatt bei Bestellung angeben!

Baureihe VBR
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Baureihe VBR mit eingebautem Überströmventil und Rücklauf 1.3

* Für eine einwandfreie Pumpenfunktion müssen die Rohrleitungen nach den strömungstechnischen Grundlagen durch Strangrechnung entsprechend den örtlichen Verhältnissen dimensioniert 
werden! Der Pumpen- oder Geräteanschluß gibt keinen Hinweis auf die entsprechende Rohrleitungsdimension.

hp-Innen- Viskosität: 6 mm2 sec -1 bei 20°C Gewinde- Manometer- max. zul. Netto-
zahnrad- anschluß * anschluß Pumpen- gewicht
pumpe n = 1400 min -1 n = 2800 min -1 Rohr- Rohr- drehzahl (kg)

Baureihe Förderstrom l/h Förderstrom l/h gewinde gewinde (min -1)
VBR bei bei bei Artikel Nr. bei bei bei Artikel Nr. DIN DIN bei I/D bei I/D

Größen: 9 bar 30 bar 40 bar I 9 bar 30 bar 40 bar I ISO 228 ISO 228
VBR P 45 30 20 011/0011 90 60 50 013/0011 25 12 3/8“ – 2800 2,5
VBR M 80 60 50 011/0012 160 130 120 013/0012 25 12 3/8“ – 2800 2,5
VBR G 120 100 80 011/0013 240 200 190 013/0013 25 12 3/8“ – 2800 2,5
VBR F 160 140 120 011/0014 320 270 260 013/0014 25 12 3/8“ – 2800 2,5

VBGR PP 150 100 80 011/0065 300 240 210 013/0040 38 12 1/2“ – 2800 3,3
VBGR PZ 200 160 140 011/0062 400 310 280 013/0041 38 12 1/2“ – 2800 3,3
VBGR P 300 240 200 011/0025 600 520 480 013/0023 38 12 1/2“ – 2800 3,3
VBGR MZ – – – – 850 750 700 013/0072 38 12 1/2“ – 2800 3,3
VBGR M 450 390 360 011/0026 900 850 730 013/0024 38 12 1/2“ – 2800 3,3
VBGR GZ – – – – 1100 1000 870 013/0042 38 12 1/2“ – 2800 3,3
VBGR G 600 540 480 011/0027 – – – – 38 12 1/2“ – 1680 3,3

VBHR P 1000 700 600 011/0037 – – – – 56 18 3/4“ – 1680 7,3
VBHR M 1500 1200 1000 011/0038 – – – – 56 18 3/4“ – 1680 7,3
VBHR G 2000 1700 1400 011/0039 – – – – 56 18 3/4“ – 1680 7,3

VBHGR P 3000 2200 2000 011/0049 – – – – 75 22 1 “ 1/4“ 1400 18,6
VBHGR PZ 3700 3000 2700 011/0090 – – – – 75 22 1“ 1/4“ 1400 18,6
VBHGR M 4500 3600 3200 011/0050 – – – – 75 22 1“ 1/4“ 1400 18,6
VBHGR G 6000 4800 – 011/0051 – – – – 75 22 1“ 1/4“ 1400 18,6

hp-Innenzahnradpumpen bis 40 bar (Drehrichtung I = indirekt – linksdrehend)

Pumpe Viskosität: 6 mm2 sec -1 bei 20°C Gewinde- Manometer- Heizleistung Losbrech-
Baureihe n = 1400 min -1 n = 2800 min -1 anschluß * anschluß H1 in Watt moment 

VBR Förderstrom l/h Förderstrom l/h bei 230 V, der Pumpe
bei bei bei Artikel Nr. bei bei bei Artikel Nr. Trieb Wellen 50 Hz (Nm)

Größen: 9 bar 30 bar 40 bar D 9 bar 30 bar 40 bar D

VBR P 45 30 20 012/0011 90 60 50 014/0011 25 12 3/8“ – 100 1,2
VBR M 80 60 50 012/0012 160 130 120 014/0012 25 12 3/8“ – 100 1,2
VBR G 120 100 80 012/0013 240 200 190 014/0013 25 12 3/8“ – 100 1,2
VBR F 160 140 120 012/0014 320 270 260 014/0014 25 12 3/8“ – 100 1,2

VBGR PP 150 100 80 012/0065 300 240 210 014/0040 38 12 1/2“ – 100 1,6
VBGR PZ 200 160 140 012/0062 400 310 280 014/0041 38 12 1/2“ – 100 1,6
VBGR P 300 240 200 012/0025 600 520 480 014/0023 38 12 1/2“ – 100 1,6
VBGR MZ – – – – 850 750 700 014/0072 38 12 1/2“ – 100 1,6
VBGR M 450 390 360 012/0026 900 800 730 014/0024 38 12 1/2“ – 100 1,6
VBGR GZ – – – – 1100 930 870 014/0042 38 12 1/2“ – 100 1,6
VBGR G 600 540 480 012/0027 – – – – 38 12 1/2“ – 100 1,6

VBHR P 1000 700 600 012/0037 – – – – 56 18 3/4“ – 160 3,2
VBHR M 1500 1200 1000 012/0038 – – – – 56 18 3/4“ – 160 3,2
VBHR G 2000 1700 1400 012/0039 – – – – 56 18 3/4“ – 160 3,2

VBHGR P 3000 2200 2000 012/0049 – – – – 75 22 1“ 1/4“ 280 4,6
VBHGR PZ 3700 3000 2700 012/0090 – – – – 75 22 1“ 1/4“ 280 4,6
VBHGR M 4500 3600 3200 012/0050 – – – – 75 22 1“ 1/4“ 280 4,6
VBHGR G 6000 4800 – 012/0051 – – – – 75 22 1“ 1/4“ 280 4,6

hp-Innenzahnradpumpen bis 40 bar (Drehrichtung D = direkt – rechtsdrehend)

ØØ
WellenTrieb

ØØ
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Type of actuation E: with adjustment screw

For lubricating and hydraulic oils and many other self-lubricating non-corrosive 
fl uids. For heating oils EL, L, M, S and ES, coal tar oils, kerosene.

Maximum temperature of fl uid medium: 150 °C.

Material: casing of hydraulic cast iron (GGG 40); certifi cate 3.1 on request;
 piston, valve tip, spring of hardened steel.

Function: Directly-controlled, spring-loaded overfl ow valve 
for maintaining a set operating pressure or 
a set maximum pressure in a pressure pipe.

Summary:
hp-Overfl ow valve, 
fl ow range: . . . . . (l/h)
pressure stage . . . . , adjustable . . . . . (bar)
Type: . . . . .

For very dirty heavy oils, the overfl ow 
valves may be fi tted or retrofi tted with 
a piston axial nut (heavy oil piston) at 
an additional cost.

Model with regulating screw
After removing cover screw 1
on the regulating screw, the pressure 
is increased by turning clockwise with 
a screwdriver or with an allen key. It is 
decreased by turning counterclockwise.

hp-Overfl ow valves with thread connection 2.1

1) Not pressure stage 0
2) Pipe thread G…A DIN ISO 228-1
3) For curve see page 31
4) Not pressure stage 0, for pressure stage 1: 0.5 - 3.5 bar, all further pressure stages according to table

hp-Overfl ow valves with thread connection

P T

Size table

For installation, operation and maintenance, follow the operating instructions that come with each piece of equipment.

Model Item No. Ø for piston and hole

BP 0840750 20/2.5

BG/FDR 15 0840752 20/5.0

BG/FDR 15 0840754 20/7.5

BGH/FDR 20 0840756 30/10

BGHG 1"/FDR 25 0840758 35/15

BGHG 11/4"/FDR 32 0840760 35/25

FDR 50 0840762 50/30

Model

Possible pressure stages for 

each model Connection thread 2)

Flow range 3)

l/h

Viscosity range

cSt
Item No.

B - P - E / _ G 1/4" 1)

0 = 0.5 - 1.5 bar
1 = 1 - 4 bar
2 = 2 - 9 bar
3 = 6 - 25 bar
4 = 15 - 40 bar

G 1/4" 6 - 120 2.8 to 480 0210000

B - P - E / _ G 3/8" 15 - 160 2.8 to 480 0210002

B - G - E / _ G 1/2" 30 - 600 2.8 to 480 0210003

B - GH - E / _ 4) G 3/4" 100 - 2000 2.8 to 480 0210004

B - GHG - E / _ G 1" 300 - 6000 2.8 to 480 0210005

B - GHG - E / _ G 1 1/4" G 1 1/4" 500 - 10000 2.8 to 480 0210006

Adjustment path h at pressure stage

Model a b1 c1 d1 d2 f1 max. pipe NW f2 0 + 1 2 3 4

P - 1/4" 55 65 37 36 52 G 1/4" 10 x 1 8 G 1/8" 15 12 8 7

P 55 65 37 36 52 G 3/8" 12 x 1 10 G 1/8" 15 12 8 7

G 55 65 37 36 52 G 1/2" 18 x 1.5 15 G 1/8" 15 12 8 7

GH 63 65 43 50 70 G 3/4" 22 x 1.5 20 G 1/4" 15 10 8 5

GHG 80 62.5 56 56 86 G 1" 28 x 1.5 25 G 1/4" 20 17 9 6

GHG - 1 1/4" 80 62.5 56 56 86 G 1 1/4" 35 x 2 30 G 1/4" 20 17 9 6


